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Chemtron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

• Highly concentrated solid
beads air freshener

• Air-flow-through nylon bag
allows for slow release and
continuous emission

• Specially formulated for
long lasting effect

• Overpowers all background
undesirable odors

• For commercial, institutional
and household applications

• Many fragrances available

Appearance: Colored plastic beads with 
different fragrances  

Odor: Characteristic to each  item’s  
color 

Viscosity: NA 

Specific gravity: Beads will float in   
water 

Boiling Point: NA 

% Volatiles: 30% 

Solubility in Water: Insignificant 

Chemical Type: Fragrance oils 

Packaging: Bucket with 24 
bags containing 1oz  beads 

    

FRESH-N-CLEAN, CRISP VANILLA, 
CHERRY, PLUMERIA, SEA BREEZE, 

SUNSHINE & CITRUS, WATERMELON, 
TITANIUM ICE, GREEN APPLE

BUCKET-O-BEADS is a special combination 
of package and aromas. The air-flow-through 
nylon bags containing porous polyethylene 
beads are highly impregnated with fragrance 
oils. This unique package with special aroma 
selection makes this product an ideal air 
freshener where liquids or gels are inconvenient 
and do not provide the desired residual effect or 
continuous action BUCKET-O-BEADS offers.  

Removing a nylon bag from the resalable  
bucket and allowing its fragrance to release will 
produce long lasting aroma sensations. Bags 
may be placed in vacuum cleaners, air vents, 
in cars, trucks, buses, planes, campers, linen 
cabinets, housekeeping carts, bathrooms and 
garbage areas. Refer to the attached SDS for 
precautions. The information contained in this 
safety sheet is aimed at creating a guide for the 
selection and use of the product. However,  
we are not responsible for any use not 
recommended by Chemtron. 

• Properties are typical and subject to usual
manufacturing tolerances. 
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