
COIL COAT 
PROTECTIVE COATING 
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Chemtron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

• Resistant coating against dust
and dirt

• Contains mold and mildew
retardant antifouling

• Long lasting

• Does not diminish heat
exchange or cooling
efficiency

• Pink fluorescent dyes allows
recognition on coil

Appearance:  Non-viscous liquid with 
pink coloration  and no particular odor. 

Boiling  point: 100 ºC 

Specific gravity: 1.00 gr/cc  

Non volatiles: 5 % 

Solubility in water: Soluble 

Flash point: None 

Storage stability: Keep away from acids 
and high temperatures. 

pH of liquid: 8-9 

Flammability: Non-flammable  

Packaging:  4x1 gallon cases 
5 gallons pails 

• Properties are typical and subject to usual
manufacturing tolerances. 

CT – 387 

COIL COAT provides a dust and dirt  
resistant coating to air conditioning ducts 
and coils. It also retards the growth of 
molds, bacteria and mildew on coils and in 
ducts. A single coat application on coils will 
last for up to 6 months. With 2 coatings  up 
to 12 months depending on conditions. It 
will need to be re-applied after deep 
cleaning of the coil. Expect up to 2 years in 
ducts.  

When COIL COAT is applied as directed, it 
produces a thin,   polymeric film which does 
not diminish heat exchange or cooling 
efficiency. It has a pink fluorescent dye that 
allows visual detection of the coating. 
COIL COAT is water soluble, making 
clean up easy; however it will not dissolve 
after drying. Refer to the label and SDS for  
instructions and precautions. The        
information contained in this safety sheet is 
aimed at creating a guide for the     
selection and use of the product.     
However, we are not responsible for any use 
not recommended by  Chemtron. 


