
ELECTRO-SHIELD 
PROTECTIVE COATING 
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Chemtron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

• Protective dielectric seal

• Forms a flexible clear film

• Withstands temperatures
from 30 oF - 200 oF

• Permanent rubber coating

• Prevents corrosion and rust

• Can be applied on electrical
connections and joints

• Waterproof coating

• Non-chlorinated

• Dries in 10 minutes at 70 oF

Chemical Composition: Liquid Aerosol 

Appearance:  Clear coating when dry  

Odor: Solvent Odor 

Density: 0.75-0.85 g/ml 

Non-Volatiles: 10 %

Solubility in Water: Not Miscible 

Boiling Point: Not Evaluated

Storage stability: Keep away from direct 
sun light and open flames

Flash point: -134 to -130 ºF

Flammability: Flammable Aerosol

Packaging:  

12x11oz Net Wt. Cans/Case 

Properties are subject to usual 
manufacturing tolerances. 

CT – 592 

ELECTRO-SHIELD is a spray that forms a 
protective dielectric seal on electrical connections 
and other parts, preventing moisture and protecting 
against rust and corrosion. ELECTRO-SHIELD 
can be applied wherever a waterproof, flexible, 
permanent rubber film is needed. It dries in minutes 
to a clear film, allowing code colors or number pads 
to be seen. It also acts as a barrier to salt, mold and 
other environmental chemicals. 

ELECTRO-SHIELD Resistivity: A 1/8” thick 
coating of product will withstand up to 9,500 volts. 
A 1/16” coating of product will withstand up to 
4750 volts. 

NOTE: Not to be sprayed on running electrical     
motors or live wires. Disconnect all electrical     
equipment before using. Allow sufficient time to dry 
before reconnecting electrical equipment. 

Read full instructions before using ELECTRO-

SHIELD. Shake can well before use and apply to 
clean dry surface holding can 6 to 8 inches from 
object. Spray in short even strokes until  thoroughly 
coated. Let dry for 15 minutes before use. Clean up 
or remove excess with paint thinner. Do not apply 
to live high voltage connections or running 
electrical motors. Not intended for use under direct 
sunlight. Refer to the label for complete usage 
instructions and dilutions and the SDS for important 
precautions and proper PPE. 

IMPORTANT: Suggestions for the use and application of the products are given for information purposes 
only and without commitment. Customers are responsible for determining the suitability of these products 
for their own particular purpose. ChemTron does not assume any liability or risk involved outside of the 
recommended uses of its products. The user of the products is solely responsible for compliance with all 
laws and regulations applying to the use of the products, including intellectual property rights of third 
parties. 


