CT - 706

LUBRICANT

EP2 GREASE
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 Specially formulated for
extreme pressure bearing
applications

. Works at a wide range of
temperatures (-51°C to 232°C)

« Minimizes friction between
moving metal parts

. Inhibits oxidation and
formation of rust

. Graphite reinforced

« Can be used in pneumatic
tools

Appearance: Semi-solid smooth mixture.
Dark amber color with mild petroleum odor.

Boiling point: Not Determined

Specific gravity: 0.91 gr/cc

Non volatiles: Not Determined

Solubility in water: Negligible

Flash point: >150 °C (>302 °F)

Storage stability: Keep away from oxidizers
and open flames

Flammability: Flammable

Packaging: 48x80z Net Wt. Tubes/Case
5 gallon Pail

L] Properties are typical and subject to usual
manufacturing tolerances.

EP2 GREASE is a multipurpose, high
performance grease specially formulated
for extreme pressure bearing applications
operating under the most extreme high and
low temperature conditions and for those
difficult applications requiring extended
lubrication intervals. It is manufactured using
selected highly refined high viscosity synthetic
base oils, a lithium complex thickener, rust
and oxidation inhibitors, and extreme pressure
and tackiness additives. The uniform
molecular structure of the synthetic base oils
minimizes friction between moving parts and
boosts lubrication performance over a wide
range of temperatures. The high viscosity
index of this product allows for greater
pumpability at subzero temperatures, allowing
bearings lubricated with EP2 GREASE to
operate at temperatures as low as —51 °C and
as high as 232 °C.

Refer to the label and attached SDS for
instructions and precautions. The information
contained in this safety sheet is aimed at
creating a guide for the selection and use of
the product. However, we are not responsible
for any use not recommended by Chemtron.
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