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AIR CONDITIONER COIL CLEANER

FIN CLEAN-X-COAT

« Solvent/alkali/surfactant
water based formula

« Can be used on coated and
non-coated coils

« Fast acting and fast rinsing
formula

« Totally biodegradable

« Contains rust inhibition
additives

+ Contains biodegradable
solvents for degreasing

« Contains a mild fragrance to
counteract bad odors

« Contains ingredients listed
on the EPA’s Safer Choice

Appearance: Yellow translucent liquid.
Odor: Mild lemon scent

Viscosity: low, 50 cps

pH: 14

Specific gravity: 1.10 gr/cc

Non volatiles: 14-18 %

Chemical type: Alkaline Cleaner

Storage stability: Keep away from direct
sun light and Acid products.

Boiling point: 212 °F
Flammability: Non-flammable

4x1 gallon Case
12x1 quart Case

Packaging:

. Properties are typical and subject to usual
manufacturing tolerances.

FIN CLEAN-X-COAT is a fast acting,
fast rinsing coil cleaner. It is an alkaline
base liquid cleaner that removes dirt
deposits, dust, textile fibers, organic
residues, hair, oils and many other
deposits from coated and non-coated
coils and radiators.

FIN CLEAN-X-COAT can be used on
coils constructed of steel, aluminum and
other soft metals and alloys. It is not
intended for use on copper, however it
will not damage copper or brass. Use
undiluted or diluted 1:1 with water,
depending on the job demand. It is best
to thoroughly rinse after it is allow to act
for 5-8 minutes, to remove all dirt and
scum. Handle with care, do not allow to
contact eyes or skin. Refer to the
attached SDS for additional precautions.
The information contained in this safety
sheet is aimed at creating a guide for the
selection and wuse of the product.
However, we are not responsible for any
use not recommended by Chemtron.
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