
POLYBAR PRO CONCENTRATE 

 RESISTANT COATING ADDITIVE 
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Chemtron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

• Carbamate blend prevents the
growth of mold, mildew, and
other types of fungi

• Zero VOCs

• Does not affect the drying
time of paint

• Does not affect the sheen of
flat latex paints

• Can be tested with your paint
for resistance to mold and
mildew using ASTM D5590
and/or ASTM G21-15.
Contact us for details.

Appearance: White suspension in water with 
no odor 

Flash point: Non flammable 

Specific gravity (25ºC): 1.04 g/mL 

VOCs: 0 %  

Solubility in water: Suspension in water, 
shake before using   

Chemical type: Carbamate 

Storage stability: Store at room temperature. 
Keep away from direct sun light and strong 
acids and bases. 

Boiling point: 100 ºC 

Packaging: 12 x 1 quart Case 
4 x 1 gallon Case
5-gallon Pails
55-gallon Drum

 

• Properties are typical and subject to usual
manufacturing tolerances. 

CT – 247 

POLYBAR PRO CONCENTRATE 
is a carbamate based dry-film     
preservative useful for the rendering  
common latex wall paints resistant to 
growth of mold or mildew. To use       
POLYBAR CONCENTRATE, dilute 
1-quart in 5-gallons of paint of
choice and mix well. The concentrate
is formulated to not effect the sheen
of flat latex paint when used at
recommended concentrations.
POLYBAR PRO CONCENTRATE
is a white suspension that could act
as pigment, lightening the color of
very dark colored paint. If this is a
concern, please prepare a test quart
and paint a surface like the one to be
painted.
The information contained in this
technical sheet is aimed at creating a
guide for the selection and use of the
product. However, we are not     
responsible for any use not     
recommended by Chemtron.


