
WIRE ROPE LUBRICANT 
PROTECTIVE LUBRICANT 
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Chemtron 

3911 SW 47th AVE   

Davie, Florida 33314 

Tel: (954) 584 - 4530 

Fax: (954) 584 - 4531 

www.chemtron.com 

• Blend of special lubricants
that contains teflon and
medium aliphatic solvent
naphtha

• Prolongs wire and rope life

• Enhances lubrication and
slip on wire and rope
cables

• Can be used on any type of
cable or wire

• Great water repellency
• Great pressure resistance
• Non-tacky properties reduce

dirt and dust pick up.

Appearance:  Dark Green oily liquid 
with   petroleum oil odor. 

Boiling  point: >165 ºF 

Specific gravity: 0.86 gr/cc  

Solubility in water: Negligible 

Flash point: 455 ºF 

Storage stability: Keep away from high 
temperatures, open flames and oxidizers 

pH of liquid: Not Determined 

Viscosity cSt @ 104 oF: 139  

Packaging:  6 gallon Pail 

• Properties are typical and subject to usual
manufacturing tolerances. 

CT – 712 

Wire Rope Lubricant is an oily liquid 
composed of a blend of special  lubricants 
suspended in medium aliphatic solvent  
naphtha. It contains teflon that provides   
exceptional lubrication and frictional    
characteristics. It is used to enhance slip and 
lubrication on wire and rope cables.  

Wire Rope Lubricant is recommended for 
use on wire ropes and cables made from 
hemp, jute or wire. It can also be used on 
chain links. This monomolecular film  
lubricant can be used on virtually any  cable 
that requires lubrication and protection. 
Wire Rope Lubricant can be applied by 
brush, spray  or poured on manually. It may 
also be applied through mechanical means 
such as drip oilers or pressure-fed 
applicators. Refer to the   label and attached 
SDS for instructions and precautions. The      
information contained in this safety sheet is 
aimed at creating a guide for the      
selection and use of the product. However, 
we are not responsible for any use not     
recommended by Chemtron. 


